Shanghai GP3 ISO100 B&W Films Instruction Manual 


1. Performance and Application 
Shanghai ISO100 Black and White films is based on the Polyester substrate material. one side coated by emulsion 
negative photosensitive material. and the other side (back side) is antihalation backing. 

Shanghai films have the advantages of fine grain. low fog. and rich tone. great tolerance for exposure and development, 
etc. Under the situations of indoor or outdoor natural light. tungsten light. flashlight or other lights. if you use the Shanghai 
films to take photos. you will get a satisfying result. It is widely applied to fields of portrait. landscape. press photo. 
scientific research. etc. 

2. Instructions 

Method of verifying the photosensitive surface of a film: open the film box in dark room. then draw the films out. 
Taking the films by your right hand, when you touch the “U~ shape notch in the film’s lower right. the film side facing up 
is the photosensitive surface. 

3. Precautions 

1) Films should be stored in a low temperature. dry environment wher net in use for a long time. avoiding stored 
with radioactive materials. toxic or hazardous substances or harmful gases. 
2) After the film is unpacked. it should be used up in time. 
3) Films must be loaded or unloaded in the dark room. 
4. Processing Conditions 


D-76(Pnmary liquid) 400 20°C 14mins 


D-76(1:1) 100 20°C 14mins 
D-76(1:1) 400 ‘ 28mins 
HC-110(1:15) 100 20°C Smins 


HC-110(1:31) 100 20°C 7mins and 30 secs 
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XTOL(1:1) 100 20°C 10mins 


XTOL(1:2) 100 20°C 14mins 
XTOL(1:3) 100 20°C 16mins 
LC-29(1:19) 100 20°C 6mins and 30 secs 
LC-29(1:29) 100 20°C l lmins 


After rinsing by running water for about 30 minutes, please hang the films up in 
aclean, ventilated environment for blow-drying. 

Shanghai Jian Cheng Technology Co., Ltd. 

Add: Room 308, Area A, No. 300 Luban Road, Huangpu District, Shanghai 

Zip code: 200002 

Fixed telephone: (021) 53028623 

Sales number (China): +8613901735797 

Sales number (International): +8615921318294 


E-mail: info @shjcfilm.com 
www .shjcfilm.com 


